EW EXTERNAL LIGHT WITH EMERGENCY PACK
CONNECTS TO EXISTING EXTERNAL LIGHTING
CIRCUIT TO BE SWITCHED BY EXISTING CONTROLS

_—CONNECT NEW LIGHTING & EMERGENCY LIGHTING \\\\
| TO EXISTING WIRING WITHIN TECHNOLOGY ROOM g
— ALLOW FOR MODIFICATION OF SWITCHING \\
_—DASHED RED LINES INDICATE
NEW EXTENSION AREAS
- )
I
= -[L -
I H{J 1 !
0 i )
0 \
\\
\
C
H{ Woodwork I I
0 Room ,\; ! i :
I
[ H{
| L
— e 0 |
I \ O er(z\garation e
I W& \ Of] o
D C} D — \\iLl - \\
D — 1 ‘ s
D \ (;Jj > 1 Store ] |
- 3 — T J:/‘ Store - -
Boiler ] /\/ —_— |
”* e /\ /H
| \h - H H — =~ 3  E—
\ \ Boiler — 4
| N / a
/ ¢ \\J N A A A E/ H
~ L alalall 1 = St Al S **
b - ‘ ; S / —
\\ / R \ ‘ [ ] | Store
\
/%\ L ] > \ L J J
— , ; ; e /] [ .
L) Ny | b Z/WEE
\M M/Q 5 \J‘ o - A A
7
~N— _—— — -
o T % Cleaners Seminar
| stre I N | [ |
O @ 7 o o = |
- j—
ry
b A
New |ggeF—~ — _ —
r— Wood]/vork Room
L l
—PROVIDE NEW LIGHTING AND EMERGENCY
| //_ LIGHTING AND CONNECT TO EXISTING LIGHTING
Guidance Suite \ dl CIRCUIT & REVISE SWITCHING AS SHOWN
/ 6 No. EXISTING LIGHT FITTINGS TO BE CAREFULLY
— — REMOVED AND PLACED IN TO CLIENT STORES
L1/R1
L ] A A L
= RS S i
b d —
| =
5 Store
Counseling f T

m TECHNOLOGY & WOODWORK ROOM LAYOUT
w SCALE:- 1:100

© Fahey O'Riordan Consulting Engineering Ltd
This drawing and design is Copyright of Fahey O'Riordan Consulting Engineering Ltd and must not
be reproduced without their written consent. The drawing remains the property of the consultants.

10.

11

12.

13.

NOTES:
1.

THIS DRAWING IS INDICATIVE ONLY AND SHALL BE READ IN CONJUNCTION
WITH THE SPECIFICATION & ALL OTHER RELEVANT DRAWINGS

THIS DRAWING MUST NOT BE SCALED. WORK TO FIGURED & SITE
OBTAINED DIMENSIONS ONLY.

WHERE A PARTICULAR MANUFACTURERS PRODUCTS ARE SPECIFIED IT
SHALL BE READ AS AS EQUAL AND PRE-APPROVED

ELECTRICAL CONTRACTOR, WITH RELEVANT  SPECIALIST SUB
CONTRACTORS SHALL VISIT THE SITE TO DETERMINE THE FULL EXTENT OF
THE WORKS PRIOR TO SUBMITTING COMPLETED TENDERS, TO ENSURE ALL
COSTS ARE INCLUDED. NO COSTS FOR UNFORESEEN WORK WILL BE
ACCEPTED.

THE ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR SETTING OUT AND
SUPERVISION OF ALL BUILDERS WORK AS SPECIFIED.

ELECTRICAL SERVICES CONTRACTOR IS FULLY RESPONSIBLE FOR ON SITE
CO-ORDINATION WITH ALL OTHER TRADES AND SUB-CONTRACTORS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CO-ORDINATING THE
ELECTRICAL SERVICES SO AS TO ENSURE A NEAT AND ACCESSIBLE AND
EASILY MAINTAINABLE INSTALLATION, PARTICULARLY SURFACE RUN CABLE
CONTAINMENT WHICH SHALL BE COMPLETED TO THE HIGHEST QUALITY OF
WORKMANSHIP.

ALL CABLING SHALL BE RUN IN GALVANISED STEEL TRUNKING AND
CONDUIT IN ACCORDANCE WITH THE SPECIFICATION. TRUNKINGS &
CONDUITS SHALL BE PAINTED TO MATCH WALL COLOURS / TO CLIENT
SELECTED COLOUR - CONTRACTOR TO CONFIRM COLOUR WITH SERVICES
ENGINEER / CLIENT PRIOR TO COMMENCING PAINTWORK REDECORATION.
RE-USE OF EXISTING CONTAINMENT WHERE FEASIBLE SHALL BE BY PRIOR
AGREEMENT WITH THE SERVICES ENGINEER.

ALL REDUNDANT EXISTING CONTAINMENT SHALL BE STRIPPED OUT AND
DISPOSED OF OFF SITE

ON COMPLETION OF THE INSTALLATION, THE SYSTEM SHALL BE TESTED
AND DEMONSTRATED TO THE ENGINEER/CLIENT AND COMMISSIONED TO
ENSURE THAT IT IS OPERATING ACCORDING TO THE DESIGN
REQUIREMENTS AND IN FULL COMPLIANCE WITH THE REQUIREMENTS OF
1S3217 : 2013. THE COMMISSIONING SHALL INCLUDE CORRECT ADJUSTMENT
AND SETTING OF AUTOMATIC LIGHTING CONTROLS BY THE LIGHTING
SUPPLIER'S SPECIALIST.

. THE AUTOMATIC SMART CONTROLS IN EACH SPACE SHALL BE INTERLINKED

TO SWITCH AS A GROUP USING 2X1.5mm FLEXIBLE CABLE INTERLINKS.

CONTRACTOR SHALL TAKE FULL COGNISANCE OF THE PRELIMINARY
HEALTH AND SAFETY PLAN, AND PROVIDE FULL METHOD STATEMENTS FOR
ALL HAZARDOUS OPERATIONS LISTED THEREIN. METHOD STATEMENTS
SHALL ALSO BE PROVIDED FOR ANY HAZARDOUS OPERATION WHICH
BECOMES APPARENT THROUGHOUT THE CONSTRUCTION PHASE.

THE NEW EMERGENCY LIGHTING SYSTEM SHALL HAVE CENTRAL TEST
FACILITY AND SHALL BE IN FULL COMPLIANCE WITH THE REQUIREMENTS OF
153217 : 2013.

LIGHTING LEGEND:

A 2X49WATT T5 ECO SURFACE MOUNTED FLUORESCENT LUMINAIRE

—= TO IP40 WITH HIGH FREQUENCY DIMMABLE GEAR COLOUR 840

LAMPS, PRISMATIC DIFFUSER AND SMART AUTOMATIC

EX

EX OH

CONTROLLER. THORLUX KANBY T5 2 X 49W CAT. REF. KB13279D

B 1 X49WATT 5 ECO SURFACE MOUNTED FLUORESCENT LUMINAIRE
" TO P40 WITH HIGH FREQUENCY DIMMABLE GEAR COLOUR 840
LAMPS, PRISMATIC DIFFUSER AND SMART AUTOMATIC
CONTROLLER. THORLUX KANBY T5 1 X 49W CAT. REF. KB13395D

C  2X49 WATT T5 ECO SURFACE MOUNTED FLUORESCENT LUMINAIRE
F——— WITH HIGH FREQUENCY DIMMABLE GEAR COLOUR 840 LAMPS,

PARABOLIC LG7 LOUVRE AND SMART AUTOMATIC CONTROLLER.

THORLUX JUBILEE-XL CAT. REF. JUB13088D

10 WATT 4000K LED SIGN FLOODLIGHT IN DIE CAST ALUMINIUM
HOUSING TO IP 65 IN DARK GREY WITH 180° ADJUSTABLE BRACKET
- ROBUS MICRO ACTIVATE LED RMAQ1040-23

EXISTING INTERNAL LIGHT FITTING RETAINED

7 EXISTING EXTERNAL LIGHT WALL MOUNTED BULKHEAD FITTING
RELOCATED AS SHOWN

XISTING EXTERNAL LIGHTING TO BE
RELOCATED TO NEW GABLE - EXTEND
EXISTING EXTERNAL LIGHTING CIRCUIT
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NEW CORRIDOR LIGHT SWITCH

WITH EXISTING CORRIDOR LIGHTS

EXISTING LIGHTING IN PREPARATION—
ROOM TO BE RETAINED. ALLOW FOR

Music & Drama
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LIGHTING SWITCHING LEGEND

& TWO WAY LIGHT SWITCH MK LOGIC PLUS K 4871 WHI
(MOUNTED ON DADO TRUNKING)

ONE WAY LIGHT SWITCH MK METALCLAD PLUS K 3591 ALM

8N

TWO WAY LIGHT SWITCH MK METALCLAD PLUS GANGED AS
REQUIRED 1 GANG =K 3591 ALM

2 GANG =K 3592 ALM

3 GANG =K 3593 ALM

& INTERMEDIATE LIGHT SWITCH MK METALCLAD PLUS

m
E

EMERGENCY LIGHTING LEGEND:

EX1  MAINTAINED LED EMERGENCY EXIT SIGN C/W DIRECTIONAL

{8 RUNNING MAN LEGEND & 3 HOUR EMERGENCY BATTERY PACK.
VENTILUX EXLUX LED CAT. REF. EXM3/LED

3W LED BULKHEAD EMERGENCY LUMINAIRE TO IP65 WITH

I:I?:I 3 HOUR NON-MAINTAINED EMERGENCY BATTERY PACK VENTILUX

WEATHERPROOF LED CAT. REF. WPNM3/LED3W

3 X1 WATT SURFACE LED EMERGENCY LUMINAIRE WITH 3 HOUR
NON-MAINTAINED EMERGENCY BATTERY PACK AND OPEN PLAN
AREA LENS. VENTILUX OPNM3LED/OP/SM

KE| 28WLED COLOUR 4000K BULKHEAD LUMINAIRE IN DIE CAST

ALUMINIUM BODY IN BLACK FINISH WITH IMPACT RESISTANT IP 65
POLYCARBONATE DIFFUSER WITH 3 HOUR EMERGENCY PACK
THORLUX MERCIAN CAT. REF. EMR / MER 17548L

RELOCATING LUMINAIRES TO
SUIT NEW ROOM LAYOUT
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